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Technical specifications 
 
Dimensions (b x h x d)   : 265 x 95 x 270 mm  

Weight Vaco 500  : 3.65 kg 

Weight including accessories  : 4.6 kg 

Mains Voltage  : 100-240 VAC, 50-60 Hz 

Max. power consumption  : 30 VA 

Safety class    : Class I (earthed socket  

     requires) 

Insulation type   : Type BF (floating patient  

   circuit) 

Vaco 200  

Vacuum unit with 2 independent channels. 
 
Device for the application of electrotherapy using vacuum  
electrodes. 
 
The Vaco 200 is a ‘low noise’ vacuum suction device for fast and  
efficient electrode placement. 
 
 

 

 

 

 
 
 
 
 
 
 
 

 

 

 

 

 
   
 

 

 

   
 

 
 

 

Article number:  332 409 

Characteristics  
Vacuum unit with 2 independent channels. 

• 2 or 4 poles 

• Electronic vacuum control 

• Continuous and pulse mode 

Vaco 200 can be connected to: 

• Combi 200L 

• Combi 200 

• Duo 200 

• Myo 200 (only stimulation) 

 
 

Optional accessories  
 
114 686 Vacuum electrode - Ø 90 mm, per 2 

114 687 Sponge for vacuum electrode - Ø 90 mm, per 4 

112 457 Clip for 2 vacuum tubes 

 

Standard accessories  
 
100 689 Mains lead 

102 032 Connection cable (ETdevice - Vaco) 

102 801 Vacuum tube, dark grey, per 2 

102 800 Vacuum tube, light grey, per 2 

114 688 Vacuum electrode - Ø 60 mm, per 2 (2x) 

114 689 Sponge for vac. electrode - Ø 60 mm, per 4 

311 025 Manual (ENG-NL-FR-GE-ES-PT-IT) 

323 011 Safety Instructions 
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